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GWTB-2 FOR MODELS
GWT-25 (SG, RB), GWT-35 (SG, RB), GWT-50 (SG, RB)

Installing Blower Using Three-Prong Plug
 1. Install furnace according to Installation Instructions and Owner's 

Manual. 
 2. Refer to Drawing for measurements to locate (2) mounting holes on 

wall surface above furnace.
On Solid Wall
 3. After locating mounting holes, attach (2) #10 x 1 1/2" screws provided 

in blower kit into wall. Do not completely tighten screwheads to wall, 
leave a 7/16" gap between screwheads and wall.

On Sheet Rock Wall
 3. After locating mounting holes, drill (2) 5/16" diameter holes into 

wall. Insert the (2) plastic expansion anchors into holes. Insert  (2) 
#10 x 1 1/2" screws provided in blower kit into (2) plastic expansion 
anchors. Do not completely tighten screwhead to plastic expansion 
anchors, leave a 7/16" gap between screwheads and plastic expansion 
anchors. Refer to Figure 2.

 4. At the top of outer casing remove (1) screw from center clearance 
hole that attaches outer casing to header assembly. Also, remove (2) 
screws that attach bottom of outer casing to inner casing. 

 5. Pull the outer casing forward approximately 1 inch away from  wall 
surface.

 6. Remove (4) 8 x 3/8" screws that attach blower front to blower 
housing.

Caution: When removing blower front be careful not to damage 
motor coil wires. Damaged coil wires will disable blower 
function. 

 7. Position blower housing on top of header assembly and route three-
prong cord set between left side of outer casing and inner casing.

Caution: Blower cord set routing is important. Cord set should 
be in proper location to avoid being overheated. Incorrect routing 
of cord set may result in damage to cord set. 

 8. Replace the outer casing to the wall surface.
 9. Attach outer casing to header assembly. Attention: The center clearance 

hole will not be used. The two outside clearance holes will be used 
to attach outer casing to header assembly, (1) screw from Step 4 and 
(1) screw supplied in hardware package. Refer to Figure 1.

Figure 1
 10. Attach outer casing to inner casing with (2) screws from Step 4. 
 11. Align key hole slots on back of blower housing with the (2) screws 

attached to wall. Position blower housing flush with wall surface and 
on top of outer casing. Complete tightening blower housing screws 
from Step 3 to wall.

12. Attach caps and plugs from blower housing and blower front.
13. Attach blower front to blower housing with (4) 8 x 3/8" screws from 

Step 6.
 14. Installation of optional blower assembly is completed.

Caution: When installing blower housing onto wall be careful 
motor coil is not damaged.

Installing Blower With Hard Wiring
 1. When facing the wall opening, install 120V electrical outlet junction 

box inside wall opening on left wall stud approximately 12 inches 
above header plate.

 2. Refer to Drawing for measurements to locate access hole for electrical 
wiring on wall surface.

 3. After locating access hole, drill a 1/2" hole into wall.
 4. Route enough field wiring from 120V electrical outlet junction box 

through 1/2" access hole in wall for connection to blower housing.
 5. Install furnace according to Installation Instructions and Owner's 

Manual. 
 6. Refer to Drawing for measurements to locate (2) mounting holes on 

wall surface above the furnace.
On Solid Wall
 7. After locating mounting holes, attach (2) #10 x 1 1/2" screws provided 

in blower kit into wall. Do not completely tighten screwheads to wall, 
leave a 7/16" gap between screwheads and wall.

On Sheet Rock Wall
 7. After locating mounting holes, drill (2) 5/16" diameter holes into  

wall. Insert  (2) plastic expansion anchors into holes. Insert (2) #10 
x 1 1/2" screws provided in blower kit into (2) plastic expansion 
anchors. Do not completely tighten screwhead to plastic expansion 
anchors, leave a 7/16" gap between screwheads and plastic expansion 
anchors. Refer to Figure 2.

Figure 2
 8. Remove three prong cord set from blower housing.
 9. Remove (4) 8 x 3/8" screws that attach blower front to blower 

housing.
 10. Position blower housing on top of header assembly. 
 11. Route 120V field wiring into blower housing through cord set hole 

on back of blower housing.
 12. Refer to wiring diagram to make wiring connections inside blower 

housing. Be sure to follow all local and National electrical codes 
when making field wiring connections.

13. Align key hole slots on back of blower housing with (2) screws 
attached to wall. Position blower housing flush with wall surface and 
on top of outer casing. Complete tightening blower housing screws 
from Step 7 to wall.

14. Attach caps and plugs from blower housing and blower front.
15. Attach blower front to blower housing with  (4) 8 x 3/8" screws from 

Step 9.
 16. Installation of optional blower assembly is completed.

OPTIONAL BLOWER INSTALLATION INSTRUCTIONS
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Fan Control
The automatic fan control is located on the bottom of the blower assembly. 
The fan control is a nonadjustable, automatic type. The fan control will 
require between 3 and 7 minutes of main burner operation before the fan 
control "closes" and activates the blower. The blower will continue to run 
between 3 and 7 minutes after the main burner shuts off, before the fan 
control "opens" and deactivates the blower.

Wiring
The appliance, when installed, must be electrically grounded in accordance 
with local codes or, in the absence of local codes, with the National Electrical 
Code, ANSI/NFPA 70 or Canadian Electrical Code, CSA C22.1, if an 
external electrical source is utilized. This appliance is equipped with a 
three-prong [grounding] plug for your protection against shock hazard 
and should be plugged directly into a properly grounded three-prong 
receptacle. Do not cut or remove the grounding prong from this plug. 
For an ungrounded receptacle, an adapter, which has two prongs and a wire 
for grounding, can be purchased, plugged into the ungrounded receptacle 
and its wire connected to the receptacle mounting screws. With this wire 
completing the ground, the appliance cord plug can be plugged into the 
adapter and be electrically grounded. 

WARNING:
Unplugging of blower accessory will not stop the heater from 
cycling. To shut heater off: Turn temperature dial or thermostat 
to lowest setting. Turn knob on gas control to "OFF", depressing 
slightly. Do not force.

CAUTION: Label all wires prior to disconnection when servicing 
controls. Wiring errors can cause improper and dangerous operation. 
Verify proper operation after servicing.

Oiling
The blower motor does not have oiling holes. Do not attempt to oil the 
blower motor.

13”
(330 mm)

4 7/16”
(112.6 mm)

Figure 3

GWTB-2  WIRING DIAGRAM

PARTS LIST
INDEX 

NUMBER
PART 

NUMBER DESCRIPTION
1 R-2204 CORD SET
2 8720161 STRAIN RELIEF BUSHING
3 15888 BLOWER HOUSING ASSEMBLY
4 8520142 BRASS BUSHING (4 REQUIRED)
5 GWT-197 BLOWER SIDE (2 REQUIRED)
6 R-3085 WIRE ASSEMBLY
7 R-2503 FAN SWITCH
8 15887 BLOWER FRONT
9 8520141 RUBBER GROMMET (4 REQUIRED)
10 R-2804A BLOWER MOTOR




